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2,6W ECOLUX G4 300im 2700K

Menschen
im Licht.

Unsere 2,4W ECOLUX G4 Stecksockellampe ist bedingt durch Ihre geringen Abmessungen
perfekt fur den Einsatz auf engstem Raum geeignet. Sie ist mit der modernsten LED-
Technologie ausgestattet und weillt somit eine hohe Lebensdauer auf. Der niedrige
Stromverbrauch der LED wird durch die gute Energieeffizienzklasse bestatigt.

300 Im
2,60 Watt
28 Watt
2700 K
Ra>80
<6 sdcm
320°

G4
QT9-ax
klar

40 mm

14 mm
IP20

-20° - 40°C

0.5

12V AC
50/60 Hz
350 mA

3 kWh/1000h
<1,0s

<0,6s

2 15.000 h
L70B50
0.7

luminous flux [Im]

rated power

equivalent incandescent lighting
colour temperature

colour rendering

colour consistency

beam angle

base

outer bulb

type of glass

length

diameter

type of protection

temperature range in operation

power factor

voltage

operating frequency

current

energy consumption

warm-up time up to 60% of the full light output

starting time

nominal life time

rated life time L70/B50

lumen maintenance factor at the end of the
nominal life

Handelsregister HRB 19472
USt-IdNr.: DE 814574569
WEEE-Reg.-Nr.: DE 45242363

Spectral power distribution
in the range 180 - 800 nm
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